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The Aquafeed Extruder includes:
 

· Main motor

· Pre-bin (live-bin) with gear motor

·  Stainless feeder and stainless conditioner   

 with motors

· Cutting device with motor

· Two dies in chromium steel

The design is based on long term expertise in 

extruding animal feed resulting in user-friendly 

operation and maintenance. The extruder is 

prepared to adjust the sinking behavior of the 

product.

Diameter of screw (mm)

Aquafeed Extruder

212

MWEX 
212-315

Capacity approx. to/h 8.0-10.0

Cutter drive (kW) 5.5

Main drive (kW) 55

212

MWEX 
212-250

7.0-8.0

5.5

55

182

MWEX 
182-200

4.0-5.0

4.0

55

182

MWEX 
182-160

3.0-4.0

4.0

55

165

MWEX 
165-132

2.0-3.0

4.0

55

165

MWEX 
165-110

1.5-2.0

4.0

55

135

MWEX 
135-55

0.5-1.5

2.2

55Main drive (kW) 31525020016013211055

Capacity approx. to/h

Rawmaterial Extruder

1.6-3.5

MGEX 
180-132

Main drive (kW) 132

Material Soy Bean
(Meal) / Com

Main drive (kW) 55

1.0-2.0

Soy Bean
(Meal) / Com

55

1.0-1.2

MGEX 
135-90

90

Soy Bean

55

0.8-1.5

Soy Bean
(Meal) / Com

55

0.6-0.8

MGEX 
135-75

75

Soy Bean

55

0.3-0.8

MGEX 
135-50

Soy Bean
(Meal) / Com

55

0.4-0.6

50

Soy Bean

55Type WetWetDryWetDryWetDry

Diameter of screw (mm)

Feed and Grain 
Extruder

Capacity approx. to/h

Cutter drive (kW)

Main drive (kW)Main drive (kW)

350

MAEX 
350

4.0-9.0

11.0

315-400

400

MAEX 
400

7.0-15.0

15.0

400-500

300

MAEX 
300

2.5-8.0

7.5

132-315

200

MAEX 
200

1.5-3.0

2.2

75-132

150

MAEX 
150

0.5-1.2

1.5

45-75

Small Test  
Extruder

Capacity approx. to/h

Main drive (kW)Main drive (kW)

MTEX 
90

1.0-1.5

90

MTEX 
75

0.8-1.2

75

MTEX 
55

0.4-0.6

55


